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Abstract

We describe a multiresolution extension to maximum intensity projection (MIP) volume ren-
dering, allowing progressive refinement and perfect reconstruction. The method makes use of
morphological adjunction pyramids. The pyramidal analysis and synthesis operators are com-
posed of morphological 3-D erosion and dilation, combined with dyadic downsampling for anal-
ysis and dyadic upsampling for synthesis. In this case the MIP operator can be interchanged
with the synthesis operator. This fact is the key to an efficient multiresolution MIP algorithm,
because it allows the computation of the maxima along the line of sight on a coarse level, before
applying a two-dimensional synthesis operator to perform reconstruction of the projection image
to a finer level. For interpolation and resampling of volume data, which is required to deal with
arbitrary view directions, morphological sampling is used, an interpolation method well adapted
to the nonlinear character of MIP. The structure of the resulting multiresolution algorithm is very
similar to wavelet splatting, the main differences being that (i) linear summation of voxel values
is replaced by maximum computation, and (ii) linear wavelet filters are replaced by (nonlinear)
morphological filters.

Keywords: Multiresolution signal decomposition, volume rendering, maximum intensity projec-
tion, morphological adjunction pyramids.

1 Introduction

Volume rendering is a technique to produce two-dimensional images of three-dimensional data from
different viewpoints, using advanced computer graphics techniques such as illumination, shading and
colour. Although computing power is rapidly increasing, interactive rendering of volume data is still

a demanding problem due to the sizes of the data sets, which may easily comprise several tens of
megabytes. Also, the desire to exchange volume data through the internet has created a need for fast
and efficient methods of transfer and display. For this purpose multiresolution models are developed,
allowing systematic decomposition of the data into versions at different levels of detail, which can
be used to visualize data incrementally as it arrives (‘progressive refinement’), thus improving user
interaction.



A well-known volume rendering method [5] X-ray volume renderingwhich is based upon
integrating the 3-D data along the line of sight. An extensively studied class of multiresolution models
in X-ray volume rendering is based on wavelets [7, 16, 26]. Recent developments include wavelet
splatting [11,12], which extends splatting [27] by using wavelets as reconstruction filters, and Fourier-
wavelet volume rendering [20, 24], which is a generalization of standard Fourier volume rendering
[14], and uses a frequency domain implementation of the wavelet transform.

The goal of this paper, which extends some preliminary results in [17], is to present a multires-
olution algorithm for maximum intensity projection (MIP) volume rendering, where one computes
themaximuminstead of the integral, along the line of sight. Because of its computational simplicity,
MIP is widely used in the display of magnetic resonance angiography (MRA) and ultrasound data.
Our approach is based on the conceptofrphological pyramidsfollowing recent work of Goutsias
and Heijmans [6,9], who present a general framework for multiresolution signal decomposition which
includes linear wavelet analysis as a special case. Here, ‘signals’ are to be understood as multidimen-
sional data, with image and volume data as special cases. Even though the morphological operators
are nonlinear and non-invertible, the pyramid scheme does allow perfect reconstruction as well as
progressive refinement, just as in the linear wavelet case.

For the case of maximum intensity projection, the classdpinction pyramid$6] where one uses
erosion for pyramid analysis and dilation for pyramid synthesis is particularly appropriate, because
in this case the MIP operator can be interchanged with the synthesis operator. This fact is the key
to an efficient MIP algorithm, because it allows to compute the maxima along the line of sight on
a coarse level (where the size of the data is reduced), before applying a two-dimensional synthesis
operator to perform reconstruction of the projection image to a finer level. Also, adjunction pyramids
allow global error control, since they have the property that the global approximation error decreases
monotonically as detail signals are added. If the data are of integer type (bytes or shorts, depending
on the dynamic range), then in contrast to the case of wavelet-based volume rendering, no floating
point computations are required, but all operations are carried out as calculations on integers.

In [17] we derived a multiresolution representation for the casexadl projections, that is, pro-
jections where the axes of the viewing coordinate system are parallel to the axes of the original grid
of volume data. Here we present a full discussion of the general case of non-axial projections, which
requires reconstruction of a continuous function from discrete data before projection. To that end mor-
phological sampling is used [8, 10], an interpolation method well adapted to the nonlinear character
of MIP. Also, in [17] we restricted ourselves tiat adjunction pyramids, where minima and maxima
are computed in a local neighbourhood of each voxel. Flatness in particular means that no new grey
values are introduced in the analysis of a signal. Here we also stlflatadjunction pyramids,
which are useful when one wants to extract small features, such as small veins in angiographic data.

A study of morphological pyramids in volume rendering is useful for various reasons. A first mo-
tivation is that it is one of many possibilities for accelerating the rendering process. In the case of MIP,
many methods already exist for that purpose, including distance encoding [29], splatting in sheared
object space [2], or MIP at warp speed [15], which preprocesses the data to remove non-contributing
voxels from the volume. In many of these methods, pyramids are used as auxiliary data structures.
In contrast, the morphological pyramids used in this paper are not auxiliary data, but an exact repre-
sentation of the initial data. After the pyramid has been constructed, the original volume data can be
discarded, since the pyramid allows perfect reconstruction of the data. A second, and perhaps more
important, reason for studying morphological methods in volume rendering, is the feature extraction
capability of morphological operators. Morphological methods have a well-established mathemati-
cal basis [8,21] and are widely used in image processing for filtering, segmentation (see [19] for a
recent review) and shape analysis. Applications of morphological methods in visualization have so
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far mostly been restricted to preprocessing of volume data, but this is beginning to change now. For
example, lirig and Ertl [13] used multiscale morphological operators as an alternative to transfer
functions in traditional colour-opacity volume rendering. Visualization of solids defined by morpho-
logical operators was considered in [18]. We believe that the possibility of morphological methods to
integrate feature extraction within the volume rendering process has great potential and deserves to be
explored further.

The organization of this paper is as follows. Section 2 gives a few preliminaries on morphological
operators, and reviews morphological pyramids. In particular, the class of adjunction pyramids is de-
scribed. Section 3 then studies multiresolution maximum intensity projection based on morphological
adjunction pyramids, and a multiresolution MIP rendering algorithm (MMIP) allowing progressive re-
finement is derived. For clarity of exposition, the case of axial projections is considered first, and then
the analysis is extended to arbitrary view directions. Both flat and non-flat adjunction pyramids are
considered. Experimental results are given in section 4. Section 5 contains a summary and discussion
of future work.

2 Morphological pyramids

Before we consider multiresolution signal decomposition, first some elementary morphological oper-
ators are introduced.

2.1 Morphological operators

Morphological operations for grey value images have been defined in analogy with the binary case [22].
For a mathematical treatment, see e.g. [8]. Consider sighalé-oirmaensional signal spadé, where

‘signal’ is interpreted as ‘image’ wheth = 2 and ‘volume’ whend = 3. The structure of the signal
spacel is assumed to be a complete lattice Bth 7) of functions on the discrete grid?, taking

values in another complete latti@é For exampleZ may be the set of reals or integers. Fzif, 7)

is itself a complete lattice, where the ordering relation is inherited ffam

f<g < f(n)<gn), neZi fgecFunZ® T). 1)

Let f be a signal with domaifi’ C Z¢, and A a subset oZ¢ called the structuring element. Then
thedilation 6 4 (f) anderosione 4(f) of f by A are defined by

saf@) =\ fle-y),
yeEA,x—yeF

ealN@) = N\ fla+y). )

yeAxz+yeF

So dilation and erosion simply replace the value at a given point by the maximum or minimum in a
neighbourhood defined by the structuring eleménBy taking products of dilation and erosion one
obtains theopeningandclosing The openingy 4(f) and closingp 4(f) of f by A are defined by

aa(f)(@) = daea(f)(x),  Palf)(x) =eada(f) (). 3)

The opening has the property that it is increasifig<(g implies thatow 4 (f) < aa(g)), anti-extensive
(a(f) < f) and idempotentdsaa(f) = aa(f)). Similar properties hold for the closing, with the
difference that closing is extensive {(f) > f). The opening eliminates peaks, the closing valleys.

3



2.2 Multiresolution signal decomposition

Here an outline is given of the basics of multiresolution signal decomposition, as recently introduced
by Goutsias and Heijmans [6]. This scheme encompasses linear (e.g. laplacian) and nonlinear pyra-
mid schemes. In particular, the class of morphological adjunction pyramids is considered, and a mul-
tiresolution representation is derived which forms the basis of the multiresolution maximum intensity
projection algorithm of Section 3.

The goal is to decompose the original sigiiaivhich is an element of the signal spagginto a
number of coarser signal§,j = 0,1,2,.... Herej indicates thdevelof the decomposition. It is
assumed that the signdlg; } are elements of associated signal spagesvhich all have the structure
of the complete lattice FY&?, 7).

Signaldecompositioror analysisproceeds by analysis operatqm%. : V; — Vjt1, which map
a signal to a level higher in the pyramid, thereby reducing information. Sigahstructionor
synthesigproceeds by synthesis operatwj%: Vi+1 — Vj, which map a signal to a level lower in the
pyramid (lost information is mapped back). To guarantee that information lost during analysis can be
recovered in the synthesis phase in a nonredundant way, one needs the spycali@d condition

Definition 1 The analysis and synthesis operat@zjs w]l. are said to satisfy thpyramid conditiorif
w;w]l. =id on V. Hereid denotes the identity operator, i.&f = f.

Decomposition of a signgl € V, proceeds by the recursion

fo=1f
fir1=vl(f), =0
dj = fi = ¥ (fi+1)-

In a levelL decomposition, a signdl results in a sequena®), dy, ..., dr—1, fr, where{d;} are
detail signals and, is a signal at the coarsest level. Herds a generalized subtraction operator.
Assuming there exists an associated generalized addition opératarh that

FHUE=H=1 i feViandf=yil(f),

perfect reconstructionbtains, that isf € V; can be exactly reconstructed from the sequeficé;,
ceordr—1, fr by

szwjl(fj+1)+dj, j=L—-1,L—2,...,0. (4)

The operatorsF and — can be ordinary addition and subtraction, but other choices are possible, as
will be sees below.

In general, the pyramid representatiéy d, ..., d;_1, fr, of a signalf is redundant. A nonre-
dundant representation results if one introduces a second family of analysis and synthesis operators to
encode details signals, resulting in so-calledrphological waveletf9]. This representation is par-
ticularly useful if coding efficiency is important. In this paper, we restrict ourselves to morphological
pyramids.

Approximationsof a signalf < V; are signals irt/; which are reconstructed from higher levels
of the pyramid by omitting some of the detail signals. To make this notion precise, some notation is
introduced first. The multilevel analysis operator

Ylo=wlwl ol >



maps an element df; to an element of/;. Similarly, the multilevel synthesis operator
Lol 1 C g
@Z)m‘ = 1111 %H T 7/)]'_1, J >
maps an element df; back to an element df;. The operator
B b T
Yij = Vi i

can be regarded as approximation operatothat maps the information obtained at leydby the
analysis operatapi j back to level by the synthesis operatm;{ o

Now define a level approximationfo’j of f € Vp by
fO,j = Z;O,j(f) = w]{od’g),j(f) = 71@{0(]%)

2.3 Adjunction pyramids

We now describe the class oforphological adjunction pyramid], which satisfy the following
assumptions:

1.V, = Fun(Z<, T), the space of grey-value functions, where the grey-valug ssta complete
lattice.

2. The analysis and synthesis operators are independent ofd@vei:w, z/z]l = !,

3. ¢! Vp — Vi andy! - V; — Vp form anadjunctionbetweent, andV;. This means thap!
is anerosion i.e. commutes with infima, angl! is adilation, i.e. commutes with suprema. In
particular, the product operatgt ! is an opening.

Firstflat pyramids are considered, where local minima and maxima are computed in a local neigh-
bourhoodA4 C Z? of each point. Non-flat pyramids are considered below (see Section 3.4).

For ad-dimensional signaf, the analysis and synthesis operators of an adjunction pyramid have
the form

UL () =l ea(f)(n) = )\ f2n+Ek) (5)
kecA

SR =sact (N =\ f <"";”> ©)
neAlk|

Hered4(f) ande 4(f) are the grey value dilation and erosion with structuring elerenthereas !
ando! denote dyadic downsampling and dyadic upsampling in each spatial dimension:

ol (f)(n) = f(2n)
f(n), ifm=2n
0, otherwise

Also,

7%n) = {k € 2|k — n € 229}
Aln] = Anzn)



The setsA[n] form a disjoint partition of4 of at most2¢ nonempty and mutually disjoint subsets.
So the analysis phase consists of erosion followed by downsampling; the synthesis phase consists
of upsampling followed by dilation. We note in passing that the notation is somewhat confusing:
the arrow ono for downsampling points upwards, and vice versa for upsampling. This is because
downsampling is related to going to coarser levels in the pyramid, which traditionally are the higher
levels. We could have inverted the arrows, so that the pyramid in upside-down, but decided to adhere
to the notation of [6].

In order that the pyramid condition of Definition 1 is satisfied, a condition has to be p4t ¢n
is shown in [6] that the pyramid condition is satisfied if there exista anA such that the translates
of a over an even number of grid steps are never contained in the structuring eléntlat is, when

Ala) = {a} for somea € A. )

The producﬁpgwl‘ is anopening i.e. an operator which is increasing, anti-extensive and idempo-

tent. The anti-extensivity property means tué,twl‘ (f) < f. Inthis case, the generalized addition
and subtraction operators can be defined by [6]

t+s=tVs (8)

) t, ift

e L 9)
1, ift=s

where L is the least element df. From now on, we will assume thét is the set of nonnegative
integers, which means that = 0. As a consequence, the detail signals are nonnegative:

d;(n) = fi(n) = ¥h(fir1)(n) = f;(n) = ¥4 ol (f;)(n) > 0. (10)

Note that (9) implies that the detail signaj(n) equals f;(n) except at points wherg;(n) =
q,z)ﬁ, QZJL (fj)(n). So, detail signals are not ‘small’ in regions where the structuring function does
not match the data well. Since our primary interest is in the approximations, not the detail signals, this
is not a problem, but for compression purposes other choices of addition and subtraction operators are
advantageous.

For an adjunction pyramid with the addition operator defined by (8), the reconstruction takes a
special form. Making use of the fact thl;a/t1 is a dilation, hence commutes with suprema, one derives

f=doVh(fi) =doVh(divVih(f)
= do V¢l (dr) VO DY (f2))

= do Vvl (dy) Vo ) v v kT o) vk ),

where L is the decomposition depth an[dr4 denotesk-fold composition ofwﬁ1 with itself. More
succinctly written, the following representation has been found:

L—1
F=vi () v\ ey (). (11)
k=0

This representation is quite similar to the (linear) laplacian pyramid representation [1], see also [6].
The main difference is that sums have been replaced by maxima.
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2.3.1 Example: 2-D Haar pyramid

A simple example of an adjunction pyramid is the morphological Haar pyramid, which can be viewed
as a nonlinear generalization of the Haar wavelet well-known from linear wavelet theory [4]. It can
be defined in any dimension. For example, the 2-D morphological Haar pyramid is defined by the
structuring elementl = {(0,0), (0,1), (1,1), (1,0)}, that is, its analysis and synthesis operators are
given by [6]:

wll(f)(mv n) :f(2m> 2”) A f(2m7 2n + 1)
ANf@2m+1,2n)A f(2m+1,2n+1)

Y4 (F)(2m,2n) = ¢ (f)(2m,2n + 1) = ¥4 (f)(2m +1,2n)
:wil (H2m+1,2n+1) = f(m,n)

So,@bj4 computes the maximum inZax 2 neighbourhood of a pixel, and downsamples by a factor of
2, whereasbﬁ1 simply upsamples by a factor of 2. In this case

A[(()?O)} = {(0,0)},/1[(0, 1)] = {(0, _1)’ (07 1)}
AKLOH - {<_170)7 (1,0)},

so condition (7) is satisfied far = (0,0). An example of application of the Haar pyramid is given in
Fig. 1.

3 Maximum intensity projection

Now we address the main problem of this paper, which is the derivation of a multiresolution maxi-
mum intensity projection (MMIP) volume rendering algorithm with progressive refinement. In MIP
volume rendering, one computes maxima along straight lines through the data volume. To allow
multiresolution reconstruction, the morphological adjunction pyramids described above are applied.
For clarity of exposition, we first consider the casearfal projections, that is, projections where
the axes of the viewing coordinate system are parallel to the axes of the original grid of volume
data. That is, the direction of projection is parallel to thaxis, and thec-y plane is the view plane.
Subsequently, the extension to arbitrary viewing directions is discussed. This extension requires that
the volume data are interpolated and resampled. For this purpose, morphological sampling is used
[8,10], an interpolation method well adapted to the nonlinear character of MIP.

3.1 Axial projections

Consider a discrete volume data getwith valuesf (k, 1, m), where(k,l,m) € S C Z3. Project
voxels parallel to the-axis by computing the maximum value. The result is denoted /Ay f):

Mz(f)(k’l) = \/f(k,l,m)

Applying the pyramid representation (11), and the fact ik} evidently distributes over maxima,
one gets

L-1

M) = My (05 ()) vV My (04" @) (12)

k=0



Ph2

fo2

fo1

Figure 1: Signal decomposition and approximation from a 2-level morphological Haar pyramid.



Although, in principle, this formula allows us to do multiresolution MIP, this expression is computa-
tionally inefficient, because to compute the projections at a certain level of approxiniabor has

to reconstructfr, dr—1, ..., d; first to full resolution and then apply the maximum operatd,.

What we really want is to compute the maxima along the line of sight on a coarse level, where the
size of the data is reduced, before applying a synthesis operator to perform reconstruction to a finer
level. This is possible, as is shown next.

3.1.1 Computing the maxima before synthesis

According to (6), the synthesis operauqk is composed of upsampling, followed by a dilation. There-
fore, our problem is to rewrite

My Y (f) = Mybaat(f)

such that the MIP operato¥1, is ‘moved to the right’. The problem can be split in two parts. First
the projection of a dilated function is considered, then the projection of an upsampled function, and
finally the two results are combined.

First of all, both M, andd 4 involve the computation of maxima. Therefore, it is obvious that to
computeM,d 4(f), one can first project along thez-axis, and then dilate the resulting 2-D function
by a flat 2-D structuring function whose suppdris the projection ofd. That is,

with
A= {(k,1) € Z*|(k,1,m) € Afor somem € Z}.

Note that) 4 is a 3-D dilation whilé) ; is a 2-D dilation. If a set is identified with its indicator function,
we can also write

A= M,(A). (14)

This form will be useful when considering arbitrary viewing directions and/or grey scale structuring
functions.

Next, consider projection of an upsampled functiowt, o!(f). Upsampling means inserting
zeroes between neighbouring voxels in all three spatial dimensions. If the upsampled function is
projected, then for thosgk, 1) which are in the projection of the support of the original functjon
the outcome will be unaffected, since the inserted zero values never contribute to the maximum, zero
being the minimum data value possible. On the other hand, for tflag¢ which are not in the
projection of the support of the original functigh projection means computing the maximum of a
vertical line of zeroes, which results in a zerd&tl). Therefore,

M, Ul(f) = O-l Mz(f)v (15)

wherecs! on the right-hand side is a 2-D upsampling operator. Note that the dimensioni®hot
explicitly indicated, since this is clear from the dimension of the function on which it acts.
Now we can take the final step, which is to combine (13) and (15), yielding

Mgy (f) = Madaot(f) =05 Mz ot (f)
= 550 My (f) = o5 Mo (f), (16)



Wherezpii =03 ol is a 2-D synthesis operf\tor of the same formpgs(the structuring element has
only been replaced by a structuring elemdit It is evident that a similar formula holds for projection

of iterated versions!,", k > 1.

As a result of the above analysis, we have proved the main result of this subsection, which is a
multiresolution representation of the maximum intensity projecfidn( ) of a 3-D discrete data set
f for the case of axial projections:

L—1
Ma(f) = 0L (Ma() v\ L (Ma(dn) (17)
k=0

This formula allows us to do multiresolution MIP progressively, starting from the coarsest gignal
and successively taking the detail signdlsk = L — 1, ... , 0 into account as follows.

, oA (D)
Define a levelL approximationM, (f) by

£, () = ot M),

Ao (d)
and levelsj approximations\,, ’ (f),j=L—-1,...,0,by

. L—1
4,7 = 0 E M) v\ 6 (M) 18)
k=i

L
Then, starting from/\A/lz( )(f), (18) can be computed recursively by

Ao (G=1) )

M, () = T Made)) v M, (). (19)
In particular,/\A/lz(O)(f) = M,(f), the exact MIP of the original dat&

3.2 Arbitrary view directions

A simple method to produce MIP views for an arbitrary projection directiomigl projection This
is a method where all voxels are projected on the view plane in arbitrary order, and each voxel
contributes only to the pixel which is closest to the projection of the centerwadn the view plane.
The final value of pixep is the maximum of the values of all voxels which projecptoA problem
with this method is that holes may appear in the projection image for non-axial views. Holes are iso-
lated pixels in the image plane to which no voxel projects because of undersampling, see Section 4.1
for an example. To deal with this problem, a continuous function has first to be reconstructed from
the discrete data. The standard solution is to use some form of linear interpolation. However, linear
interpolation does not combine well with the process of maximum computation. Therefore, morpho-
logical sampling is used instead, an interpolation method well adapted to the nonlinear character of
MIP [8, 10]. The resulting MIP method will be a combination of voxel projection and morphological
closing.

Let the direction of projection be defined by a unit ve@pand definax andv to be two mutually
orthogonal unit vectors perpendiculampoct. Fig. 2. To fix the viewing coordinate system completely,
two anglesd and ¢ are needed for defining the view vec#®rand a third anglex for defining the
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orientation of the view plane with respect to the view ve@&oThat is, let the triplex, y, z be the unit

vectors of the Cartesian coordinate system. Then the tuiple 8 is the image ok, y, z under the

composite rotatio, (¢) Ry (6) R,(c), whereR, (/3) denotes the rotation over an anglaround the

axisn. That is, first the coordinate system is rotated around:thgis over an angle;, then around

the y-axis over an anglé, and finally again around the-axis over an angle. The three angles
defining the viewing coordinate system will be collectively denote@®by- (0, ¢, o).

3.2.1 Single-scale projections

In appendix A, we show that the MIP projection process can be splitin two phases: (i) voxel projection
with maximum accumulation, and (ii) a final 2-D closing. This is analogous to the two-stage approach
[25] developed for the so-called splatting method, which is a linear volume rendering technique based
on the X-ray transform. In the first phase, all voxels in the volume dat& setZ? are projected

on the view plane” C Z?2, such that a voxel with centék, [, m) contributes to a pixeli, j) if the
projection of(k, 1, m), which is denoted byrg (k, [, m), falls within a square”(i, j) of sizeA,, by

A, with center(i, j), whereA,, andA,, are the horizontal and vertical sampling distances in the view
plane. Here® = (0, ¢, «) defines the orientation of the viewing coordinate system with respect to
the world coordinate system. We will always takg = A, = A, whereA equals the sampling
distance of the original volume data, which are assumed to be sampled on a uniform Cartesian grid.
Without loss of generality, we sé&X = 1. The final pixel value is the maximum of the values of all
voxels which project to the same pixel. In the second phase, a 2-D closing is performed on the image
produced in phase 1. The resulting algorithm can be summarized as follows. The combined operator,
which maps the discrete 3-D arrgyof volume data to a discrete 2-D array of pixel values, is denoted

by Meg.

1. Voxel projection with maximum accumulation:

Me(N)(i,j) =\ {f(k1,m):7me(k,l,m) e C(i,j)}, (20)
(k,I,m)esS

2. 2-D closinggp of Mg(f) with structuring elemenB:
Me (f)(i,5) = ¢5 (Me(f))(i, 1), (i,5) € P.

The structuring elemenB depends on the 3-D neighbourhood used in the morphological interpo-
lation, see the appendix for details. A simple choice is to takefa structuring element of size

2 x 2 for all non-axial views. For axial projection® reduces to a single pixel (i.e. the closing can
be omitted); e.g. whea = x,v = y,0 = z, Mg reduces to the axial projectioM, defined in
Section 3.1.

3.2.2 Multi-scale projections

Now we reconsider the multiresolution MIP projections discussed in Section 3.1, and extend the
analysis to non-axial projections.
Starting point is again the discrete pyramid representation (11). The MIP opbfaids com-
posed of the voxel projection operatbt g, and a closing p. Clearly, Mg distributes over maxima,
SO
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Figure 2: View plane defined by unit vectatsv orthogonal to the direction vectér.

-1
Me(f) = ¢B (M@ (wiL(fL)) % \/ Me (@;k(dk))) - (21)
k=0

As before, the problem is to compute the maxima along the line of sight on a coarse level, where the
size of the data is reduced, before applying a synthesis operator to perform reconstruction to a finer
level. The analysis in Section 3.1 leading to the commutativity relation (16) is easily generalized to
arbitrary directions if one considers MIP projections of a continuous fungtjamith @z)g consisting

of upsampling by a continuous facterfollowed by a dilation with a continuous structuring element

A. Assuming this relation to hold in the discrete case as wdly is moved inside thajﬁ1 operators,
yielding

L-1
Me(f) = ¢ (wﬁf Me(f) v\ o4 (Meuk))) : (22)
k=0

where now (cf. (14))
A= Me(A). (23)

This step involves a certain discretization error, which is assessed below experimentally (cf. Sec-
tion 4.1).

Again we aim for progressive computation of (22). This requires that the additional clpgiimy
(22) can be handled ‘recursively’. This is possible in view of the following property.

Lemma 2 Let (¢, d) be an adjunction on a lattic€. Then the closing = ¢/ satisfies

O(fVg) =(o(f)Vg)=o(fValg) = ¢(e(f) Vv ¢(g)

Proof:
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We prove only the first equality, the proof of the other two is similar. Using the factitbam-
mutes with suprema and that= ded (see [8]), one finds
P(fVyg)=ed(fVyg)=el0(f)Vi(g)) =e(dei(f)V(g))
=€(00(f) Vi(g)) = €d(o(f) V g) = o(o(f) V g)-

|
: o (D)
Define a levelL approximatiorMg  (f) by
A (L) L
Mg () =05 (v} (Me(f1)),
and levely approximationé\A/I@(J)(f),j =L—-1,...,0,by
Ao () Lk
Mo (f) = o5 | vt (Me(/z) \/ v (Mel(dy)) |- (24)
k=j
Then, using Lemma 2, (24) can be computed recursively by
A (G-1) i1 A ()
Mo (f)= s (wﬁ{ (Meo(d;_1)) v Mg (f)) . (25)

A (D) A (0)
Again, the recursion is initialized b  (f) and terminates witiMg  (f), which equals the
single-scale MIPM g ( f) of the original dataf, up to discretization errors. For axial views the error
will be exactly zero (cf. Section 4.1).

Remark 3 Inthe case that the sampling distance in the view plane is equal to the sampling distance of
the original volume data (as is the case in all the experiments reported below), holes in the projected
images will only arise if the view vectéris along one of the grid axes of the volume data, but the
view plane is rotated around the view vector. However, we have found that even when theglpsing

is not necessary to prevent holes, it still diminishes the discretization error. Therefore the closing is
applied for all non-axial views.

3.3 The MMIP algorithm

The proposed multiresolution MIP algorithm can be summarized as follows.

1. PreprocessingCompute arl-level 3-D morphological adjunction pyramid with structuring
elementA of the volume data, resulting in a sequedged;, .. ., dr—1, fr, where{d;} are
detail signals and, is a signal at the coarsest level.

2. Actual MIP volume renderingFor a given orientatio® of the viewing coordinate system,
do:

. o (D) , . .
e Compute a low resolution approximatidviy, (f) by first applying the voxel projec-
tion operatotM g to f;, followed by the 2-D synthesis operahpﬁL and a final closing

¢B:

(L)

Mo () =65 (¢4 (Me(f1). (26)

Here A = Me(A) is the voxel projection of the 3-D structuring elemehtandB is a
2-D structuring element (for axial viewgz can be omitted).
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e Refine the image progressively by taking the detail sigaalsk = L —1,...,0

) ) oA ) ) .
into account. From a level-approximationMg, ~(f), compute an approximation

A —1
M@(j )(f) on level j — 1 by projectingd;_;, applying the 2-D pyramid synthesis

operatonﬁiij_l to the projection, taking the maximum of the image so obtained with the
previous approximation, and finally applying a closihg:

Ao (-1

Mo (1) = om (5 (Molds1) vIe (1)) 27)

A (0)
e The recursion terminates withllg  (f), which equals the MIBMg ( f) of the original
dataf (up to a discretization error, which is zero for axial projections).

As long as a user is interacting with the data, e.g. by continuously changing the viewing direction,
o (L) . . , L
only the coarsest approximatidvig, (f) is used. When interaction ceases, finer approximations

A (F) . . . .
Mg (f),j < L, are taken into account, so that the user can obtain reconstructions at higher levels

of detail.

The structure of this algorithm is very similar to that of wavelet splatting [11,12, 24]. The main
differences are that (i) linear summation of voxel values is replaced by maximum computation, and
(ii) linear wavelet filters are replaced by morphological filters.

3.3.1 Error decrease

A (F) Ao (G-1)
From (25) one immediately deduces thdt, T < Mg "7(f), since from (10) the details
signalsd;_; are nonnegative. So the projections increase pointwise as one goes down the pyramid:

no (D) A (L-1) o)
Mg (f)@)<Mg  (f)(z)<...<Mg (f)(2). (28)

Define a global approximation error by

) Y

&V =[Me(f) -Mg (I,

where|| - - - || is some error norm, such as tg, L, or Lo, norm. Then (28) implies that the global
approximation error decreases monotonically with decregsing

3.4 Grey scale structuring functions

Let the flat pyramid operators (5) and (6) be replaced by an analysis op@,ﬁamd synthesis operator
1/)3 involving grey-scale erosion and dilation by a structuring functien Fun(Z<, 7)),

VL) =0l ea(f), WL(f) = daat(f), (29)

where(e,, 0,4 ) IS a grey scale adjunction:

Sa(Hx)=\/  flz—y) +aly),

yeEA,x—yeF

WH@ = N\ faty) - a).

yeAz+yelr
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HereA andF denote the domain afandf, respectively. Then, as shown in [6], the pyramid condition

is still satisfied as long as (7) holds. Since in our cags the lattice of nonnegative integers, we must
ensure that the least element of the grey scale domain (i.e. the value zero) is conserved by the pyramid
operators. This is the case if the structuring functicatisfies the requirements

0cA, a(y)<a(0)=0forallyec A,

whereQ is the origin ofZ¢. Under this condition, in the analysis st@b(f) will always be nonnegative
sincef itself is nonnegative. In the synthesis step the same holds: after the upsampling operation
the value at each poiatis still nonnegative, and the final dilatieg does not change this. The reason
is that, sinced € A anda(0) = 0, the pointz contributes its current —nonnegative— value during
the local maximum computation arourd Therefore the outcome afi (f)(z) can never be smaller
than zero.

Itis easy to show that in the case of non-flat structuring functions, the basic commutativity relation
(16) still holds if the structuring element is replaced by the structuring functian and A by @ =
M (a). For non-axial views, we také& = Mg (a), which again will involve a discretization error.

3.5 Time and memory requirements
3.5.1 Time complexity

For MIP rendering, the time complexity @(N?) for a volume data set of siz&?, since for each of
the N2 pixels in the image plane, the maximum &fvoxel values has to be computed. Of course,
various acceleration schemes are possible, but these do not change the complexity [2, 15, 29].

For MMIP, there is first the preprocessing step, which has only to be executed once. The analysis
operator involves 3-D erosions which are linear in the number of voxels, so preprocesSigis.
Reconstruction i€)(N3) as well, since it is dominated by the projections of the volume data (the

2-D synthesis operatonzs}g] and closingpp areO(N?)). The implementation of the morphological
operators can also be accelerated by using structuring element decomposition techniques [3, 28]. But
in our case, this is not really an issue, since only small sizes of the structuring eldnaeatused

(ie., M x M x M,with M =2or M = 3).

3.5.2 Memory usage

For a volume data set of siZé€>, the size of arL-level analysis pyramid is

3 1 L) _ 83 L+1 8 73
N <1+8+...+(8) ) = 7N (1—(1/8)"t) < 7N :
Hence, the pyramid takes at mdgt%s more memory than the input data. In principle, if morpholog-
ical wavelet pyramids [9] are used, then this memory overhead can be reduced completely, but this
requires the construction of new wavelets adapted to the special choice (8) of the addition/subtraction
operations.

The MIP projectionsM g required in the MMIP algorithm can be implemented by means of the
object order voxel projection method of Mrez al. [15]. In this method, one loops through the vol-
ume, projects all voxels to the image plane with each voxel contributing to exactly one pixel, and
accumulates values at pixel locations by maximum computation. The final result is independent of
the order in which the voxels are visited. This method also uses an efficient volume data storage

15



scheme, by histogram-based sorting of ‘interesting’ voxels according to grey value, and storing these
in a value-sorted array of voxel positions. An additional array contains the cumulative histogram
values. In the experiments to be discussed in Section 4, all levels of the pyramid were created and
stored as value-sorted arrays. We define interesting voxels simply as those with a nonzero grey value
(zero voxel values never contribute to pixel maxima). In practice, especially for angiographic data,
a substantial reduction (sometimes more than 95%) in the amount of voxels to be processed is thus
obtained. Further memory reductions are possible by using a preprocessing scheme to identify and
remove other types of non-contributing voxels [15], and by applying compression techniques (thresh-
olding, Huffman coding, etc.). For this so-called compression domain rendering in the case of wavelet
splatting, see [12].

4 Experimental results

Multiscale MIP rendering experiments were carried out with a CT head data set and an MR angiogra-
phy (MRA) data set, both of siz2563, using a pyramid with two decomposition levels £ 2). We

used a PC with a 500 MHz Pentium Ill processor and 128 Mb memory. In the analysis and synthesis
operations, dilations and erosions with & 2 x 2 flat or non-flat structuring function were used. The
sampling distance in the view plane was taken equal to the sampling distance of the original volume
data. For the CT data, abo24% of the data consisted of nonzero voxels; for the angiography data,
this was 1.25%.

4.1 Multiscale discretization error

First we present some experimental results which give an indication of the multiscale discretization
error due to morphological sampling which obtains when using the approximate equation (22). That

is, the difference betweeNg/(f), the direct MIP projection of the original data, aﬁde(o)(f)
is computed according to the recursion (25). The relative error was defined as-ttem of this
difference, divided by théd.;-norm of Mg (f). The error will be a function of the anglés¢ and«
which define the viewing coordinate system, cf. Section 3.2. For axial projections this error will be
exactly zero, because no morphological sampling is necessary.

The relativel,-error was computed as a function of angle for the angiographic data set. Two
cases were considered:

1. 8 = ¢ = 0, a varying betweer®) and=. This means that the projection direction is constant,
i.e., 8 is parallel to thez-axis, but the view plane is rotating arouéid

2. ¢ = a =0, 0 varying betweer) and, i.e., the view vecto# is rotating around thg-axis.

For non-axial projections a closirfz was used withB a2 x 2 structuring element. An example of
holes arising when the closing is omitted is given in Fig. 4 for the MRA data set. In this example, the
view vectorf was along a grid axis, but the view plane was rotated over an anglélairound®, cf.
Remark 3.

The results of the error computations are shown in Fig. 3. The left error curve is periodic with
periodr/2, since the uniform rectangular coordinate grid, which is rotating around the fixed projec-
tion vectord, is invariant under rotation over/2. The error is indeed zero at multiplesof2. The
maximum error remains below’, which is not noticeable in the MIP images. Also, we found no
visually disturbing artifacts to occur.
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Figure 3: Multiscale discretization errdMg (f) — Me(f)[l1/|Me(f)|1 of the MRA data set
as a function of rotation angle. Left:= ¢ = 0, « € [0, 7|; right: ¢ = a =0, 0 € [0, 7].

Figure 4: MIP projection of the MRA data féfr = ¢ = 0, a = 7/4, without (left) and with (right)
additional closing with & x 2 structuring element. Note the holes (regularly spaced isolated black
dots) in the left image.
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4.2 Rendering times and memory usage

Next, results on rendering times and memory usage for the CT and MRA data sets are presented. In
both cases about 25 seconds was needed to create the pyramid. Sizes in value-sorted array format
(see Section 3.5) and rendering times of the successive levels of the pyramid are given in Table 1. For
comparison, the numbers for direct MIP rendering of the full-size volume data are given as well. All
times are excluding I/0. The timings show that computing a level-2 or level-1 approximation takes
considerably less time than a full-size MIP, especially for data sets with a relatively large number of
nonzero voxels. Rendering times were found to be almost independent of view angles. Figure 5 shows
successive approximations for the CT data. Here, and in all cases below, axial projection was used.

Table 1. Data sizes (value-sorted array format) and rendering times of MIP (full image) and MMIP
(progressive renderings of approximation and detail data).

Figure 5: MMIP reconstruction from a 2-level morphological adjunction pyramid using a flat struc-
turing function with a support of siz2x 2 x 2. From left to right: approximations on level 2, level 1

and level O (original).

MRA data size time
256 x 256 x 256 (kbytes) | (s)
full image 838.5 | 0.423
level 2 approximation, 0.812 | 0.110
add detail level 1 30.2 0.129
add detail level O 801.6 | 0.417
CT data size time
256 x 256 x 256 (kbytes) | (s)
full image 17433 | 6.92
level 2 approximation, 253 0.20
add detail level 1 1861 0.87
add detail level O 15171 | 6.04
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4.3 Non-flat adjunction pyramids

MMIP approximations quickly remove details of the data, due to the fact that the approximations
essentially are morphological openings by a structuring element whose size increases with level. Note
in particular in Fig. 5 that small details such as the tube from the mouth almost disappear in the
level 1 approximation. To be useful for angiographic data, the method has to be adapted so that
small details are better preserved in higher levels of the pyramid. One possibility is to use non-flat
structuring functions, which can probe fine details more accurately. As an example, we computed MIP
projections of the MRA data, both with a flat and with a non-flat structuring function with a support

of size2 x 2 x 2. In the non-flat case, the structuring function had a peak of size 25. The results
are shown in Fig. 6 and Fig. 7, respectively. For enhanced display purposes, we show the images in
reverse-video mode (high intensity corresponding to low grey value). Clearly, the level-1 result where
a non-flat structuring function is used contains more small details compared to the case with a flat
structuring function, but in level 2 many details still have disappeared. To further improve on this,
other types of pyramids are needed, see Section 5.

e

A~ (2) Ao (D)

Mg (f) Me (f) Me(f)
Figure 6: MMIP reconstruction from a 2-level morphological adjunction pyramid using a flat struc-
turing function with a support of siz&x 2 x 2. From left to right: approximations on level 2, level 1
and level O (original).

N N4/
i : 4 .
A ( ) A ( )
Mo (f) Mo (f) Mo (/)

Figure 7: MMIP reconstruction from a 2-level morphological adjunction pyramid using a non-flat
structuring function with a support of sizex 2 x 2. From left to right: approximations on level 2,
level 1 and level O (original).
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5 Discussion

In this paper, we have described a multiresolution extension to maximum intensity projection (MIP)
volume rendering, allowing progressive refinement and perfect reconstruction. The method is based
on a particular type of morphological pyramids, g@unctionpyramids. The pyramidal analysis and
synthesis operators are composed of morphological 3-D erosion and dilation, combined with dyadic
downsampling for analysis and dyadic upsampling for synthesis.

The proposed multiresolution MIP (MMIP) algorithm can be summarized as follows. In a pre-
processing step, ab-level 3-D morphological adjunction pyramid of the volume data is computed,
resulting in a sequenc), di, ..., dr—1, fr, where{d;} are detail signals and, is a signal at
the coarsest level. After choosing a view direction, actual MIP volume rendering takes place by first
computing a low resolution approximation from the coarsest sigipahnd then refining the image
progressively by taking the detail signals, k = L — 1, ... ,0 into account. We have shown that the
operations of maximum projection and pyramidal 3-D synthesis can be interchanged (for non-axial
directions, this step implies a certain discretization error, which was found to be small). As a conse-
guence, maximum projection of the coarser signals can be computed first, followed by a 2-D pyramid
synthesis operation and a 2-D closing, resulting in a computationally efficient algorithm. The algo-
rithm is very similar to wavelet splatting [11, 24], the main differences being that (i) linear summation
of voxel values is replaced by maximum computation, and (ii) linear wavelet filters are replaced by
morphological filters (dilation and erosion). If the volume data are of integer type (bytes or shorts,
depending on the dynamic range), then in contrast to the case of wavelet-based volume rendering, no
floating point computations are required, but all operations are carried out as minimum and maximum
calculations on integers. An efficient implementation was obtained by using an object order voxel
projection scheme [15] acting on an ordered list of voxel values containing only the nonzero voxels.
Further memory reduction is possible by compression domain rendering, just as in the case of wavelet
splatting [12].

There are a number of issues to be addressed in future work. First, adjunction pyramids quickly re-
move details of the data at higher approximation levels. To improve on this, other operators instead of
erosions can be used for the analysis phase, such as openings. This implies however, that the pyramid
is no longer an adjunction pyramid, and in particular, that the representation formula (11) no longer
holds. To maintain an acceptable level of efficiency, we still require that the synthesis opérator
a dilation, so that it commutes with maxima. Examples of such morphological pyramids are known,
for example the so-called Sun-Maragos pyramid [23], see also [6]. Second, the special choice of sub-
traction operator in adjunction pyramids does have the disadvantage that the detail signals themselves
are not ‘small’ in regions where the structuring function does not match the data well. So, for better
compression other choices of addition and subtraction operators have to be investigated. Finally, we
want to study the use of morphological wavelets [9] instead of morphological pyramids, which have
the advantage that they provide a nonredundant multiresolution representation, thus further saving
memory.
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A Maximum Intensity Projection for arbitrary view angles

We choose one of the possible morphological sampling strategies described in [8, 10], by reconstruct-
ing a continuous function from discrete data by dilation, and using an erosion to sample a continuous
function. In this appendix, tildes are used to indicate continuous functions. Starting point is a discrete
data arrayf (k,,m), where the index vectafk, [, m) runs over a sampling gri§ C Z3. First, a
continuous functiory is reconstructed from the discrete ddthy dilation with a structuring element

K C R3:

fl@)=6x(N@)= \/ [f(s), zeR’

seK,NS

Then the reconstructed functighis projected along an arbitrary view vect®ron the view plane
perpendicular t@. Finally, we sample the projected function, $dy), p € R?, on a Cartesian pixel
grid in the view plane by erosion with”’, whereK' is the projection ofK” on the view plane:

gt) =ex()(t) = N\ §(t+p), teZ’
peK’

Recall from Section 3.2 that the projection geometry involves the direction v@&tlamg which
projection takes place, and two mutually orthogonal veatoasdv perpendicular t@. Coordinates
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Figure 8: Projection of a dilated 2-D function on a line.

of the projection of a point € R? are denoted byu,v) € R2. Let Lg(i,5) be the line parallel to

6 which passes through the pixel with centerj) € P C Z2, whereP denotes the pixel grid in the

view plane. We construct a projected function which is piecewise constant on pixels. The value at any
point (u,v) € C(i,7) is taken equal to the continuous MIP ffsayme(f), evaluated at the center

(1,7) of pixel C(3, 5):

m@(f)(uvv): \/ \/ f(k7l7m)

z€Lg(i,j) (k)l,m)EKy

= \/ f(kvlvm)7

for (u,v) € C(i, 7). Let B C Z? be the set of pixels which are hit by the projectionfoon the view

plane. If the structuring elemef is rotationally symmetric, the shape Bfwill be independent of

the view direction. Taking into account the assumption of piecewise constancy, the previous equation
can be rewritten as

me(Nwo) =\ {fkim):

(i/,j/)€B<i7j) (k,l,m)
ﬂ-@(kalam) € C(i/aj/)}? (30)

whereB; ;) is the translate of3 over the discrete vectdi, j), andre (k, [, m) is the projection of
(k,1,m) on the view plane. The process is illustrated for the 2-D case in Figure 8.
We can rewrite (30) as

m@(f)(“?”) = \/ M@(f)(zlvj,) :6B(M@(f))(l,]),
(i':j')EB(i,j)
for (v,v) € C(i,j), where Mg(f) is defined in (20). The final result is obtained by sampling

me (f)(u,v) by erosion. The combined operator which maps the discrete 3-D @Artay discrete
2-D array is denoted b g. Then one gets

Me (f)(i,4) = es(me(f))(i,j) = ¢s(Me(f))(i, ),
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where¢p = egdp is the closing with structuring elemeBt

To minimize the amount of flattening of the projected image due to the closing, the structuring
elementK should be as small as possible. On the other hanhdhould be large enough to cover the
complete volume by translation over integer steps. One obvious choice is t&takgial to a unit
cube surrounding each voxel, so that the translatés ofer the voxel lattice fill the volume without
overlap. In that case the projected structuring eleniehécomes dependent upon the view direction.
A simpler choice is to take foB a fixed structuring element of si2ex 2, except for axial projections
whereB is a single pixel (i.e. the closing has no effect, so can be omitted).
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